
Ermalec Ltd - Specialist Steel Enclosures 
  

60 FHL, Ratoath, Co. Meath 
Tel: +353 (0) 1 8254007 
email:sales@ermalec.ie 

Mag Flow Metering – Electrical enclosure 800W X 1200H X 370D +350H Plinth  

Code: 9005 

Contact  Sales  +353 1 8254007 or +353 87 6756927 to  confirm  current  design  specification 

Metering Pillars 



Ermalec Ltd - Specialist Steel Enclosures 
  

60 FHL, Ratoath, Co. Meath 
Tel: +353 (0) 1 8254007 
email:sales@ermalec.ie 

Mag Flow Metering – Electrical enclosure 1200W X 1200H X 370D + 350H Plinth  

Code: 9006 

Contact  Sales  +353 1 8254007 or +353 87 6756927 to  confirm  current  design  specification 

Metering Pillars 



Ermalec Ltd - Specialist Steel Enclosures 
  

60 FHL, Ratoath, Co. Meath 
Tel: +353 (0) 1 8254007 
email:sales@ermalec.ie 

 Metering – Enclosure 450W X 600H X 300D + 150H Plinth  

Code: 9020 

Contact  Sales  +353 1 8254007 or +353 87 6756927 to  confirm  current  design  specification 

Metering Pillars 



Ermalec Ltd - Specialist Steel Enclosures 
  

60 FHL, Ratoath, Co. Meath 
Tel: +353 (0) 1 8254007 
email:sales@ermalec.ie 

 Insulated – Enclosure 450W X 750H X 300D + 150H Plinth  

Code: 9036 

Contact  Sales  +353 1 8254007 or +353 87 6756927 to  confirm  current  design  specification 

Metering Pillars 



Ermalec Ltd - Specialist Steel Enclosures 
  

60 FHL, Ratoath, Co. Meath 
Tel: +353 (0) 1 8254007 
email:sales@ermalec.ie 

 Type 1B Enclosure 375W X 750H X 250D + 250H Plinth  

Code: 9051 

Contact  Sales  +353 1 8254007 or +353 87 6756927 to  confirm  current  design  specification 

Metering Pillars 



Ermalec Ltd - Specialist Steel Enclosures 
  

60 FHL, Ratoath, Co. Meath 
Tel: +353 (0) 1 8254007 
email:sales@ermalec.ie 

 Type 2 Enclosure 600W X 900H X 280D + 250H Plinth  

Code: 9080 

Contact  Sales  +353 1 8254007 or +353 87 6756927 to  confirm  current  design  specification 

Metering Pillars 







Ermalec Ltd - Specialist Steel Enclosures

ESB Three phase 2 door metered pillar- 540W x 230D x 1800H
(including plinth height)

Specification:

• Designed to IP44

• Mounting Area Top 600 x 500. Bottom 600 x 500

• Material - manufactured from 3mm  mild Steel

• Finish - hot dipped galvanised to BS EN ISO 1460

• Base - Sealed with Black enriched coating

• Backboard - 18mm Flame retardant grade plywood 

• Fitted with 8mm Triangular ¼ turn locks x 4

• Compressed rubber gasket on doors

• Top compartment separated by gland plate to bottom area.

• Earth strap & stainless door stays, 

bolt, nuts & washers on both body & door

• Fitted with protective steel  trunking and plastic glands  

ESB Incoming supply to top LH section

Options Available:

• Back boards grade-Marine Plywood

• Louvre panels

• Non standard sizes to customer specification

• Painted to Customer RAL number
Code: 9013

Contact  Ermalec  to  confirm  current  design  specification

Metering Pillars
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